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• The Verdegro LTMA 70K must only be deployed on a vehicle combined with a TSNZ Full Colour Level 

1 VMS board on Level 1 roads where a risk assessment has determined their deployment to be safe 

and appropriate for the road environment as detailed in the CoPTTM and the end users’ HSW policies 

and procedures. 

• The support vehicle must have a tare weight of between 2500kg and 5500kg and when stationary be 

deployed in “Park” or second gear with brakes applied. 

• Appropriate training and SOP on the correct use and operations of the LTMA in a level 1 roading  

environment to ensure the correct and safe use of the unit and compliance with CopTTM guidelines 

is required for all staff who operate a LTMA 

• A confirmation of available roll-ahead distance of 10m, as a risk assessed minimum, must be provided for in 

all TMPs/TMDs and On-site records when deployed. 

• The LTMA and FC VMS should be operated from a separate power supply to the vehicle and be fitted 

with a voltage regulator to protect both units. This power supply can be recharged from the           

vehicles’ charging system. 400 AH of battery supply is recommended for the system 

• LTMA Power supply is 24volts 

• Full Colour VMS supply is 24volts 

• Full Colour VMS board featuring lower power consumption Polycarbonate LED lenses offer wider              

observation angles, better performance and longer lifespan. 

• Can display 2 selected images or text with a further 1 line of text supplementary, provide concise feedback 

to road users of the work zone and activities carried out, with the ability to change within cab within 3    

seconds. 

• Pre-programmed favourites and quick select message functions. 

• Radar Functions: Speed Radar capability to display and record speeds and evaluate site safety and message           

performance. 

• European manufactured quality with New Zealand designed software functions specific to market. 

•  15mm Pixel Pitch High design resolution LED Impact resistant screen 

•  Fully patented design and market leading radar feedback speed control functions - Patent Number 755693 

•  Full Colour VMS Unit designed to meet NZTA P37 requirements 

•  NZTA accepted design with customised text function levels to ensure compliant message display 

• CoPTTM approved symbols for TTM and Regulatory & CoPTTM approved TEXT display 

• 24 month warranty on VMS display.  12 month warranty on LTMA and VMS frame.   

• Refer to warranties and specifications for both operational user manuals. 

TSNZ Operational Notes 
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NOTE:  Hardware required to bolt down frame must be M12 838 
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User can select one of three variants of radar feedback function: 

 

• Speed Only  -  Displays current vehicle speed and KPH symbol 

• Slow Down  -  Displays current vehicle speed and “slow down” text below 

• Blinking “Slow Down”  -  Displays vehicle speed and blinking “slow down” text below 
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